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Quality:
4 mm hardwood wear layer, 9 mm hardwood timber core and 2 mm back veneer.






Tongue, grooved and end matched.

Overall Thickness:


15 mm

Length:



3 Strip 2200 mm






Single Strip (Plank) 2100 mm

Board Width:


3 Strip 210 mm






Single Strip (Plank) 145 mm

Pack Size:



3 Strip: 2.77 m² or 6 boards per pack

Single Strip (Plank): 1.83 m² per pack or 6 boards per pack.

Seal Specification:


6 coats of anti-scratch UV lacquer total thickness 80 g/m².

Species Available:


Ash (Mill Run)






Beech (Natural)






Cherry (Prime)






Hevea






Iroko






Jatoba






Kempas






Maple (Natural) 3 Strip or (Prime) Plank





Oiled Oak (Natural)






Red Oak






Rokfah 3 Strip or Plank





Walnut (Natural)






White Oak (Natural or Prime) 3 Strip or Plank

Wenge (Prime) Plank
Glue:
Polyvinyl Acetate (PVAC) with cross-linking hardener or Emulsion Polyisocyante (EPI) with cross-linking hardener.

Glue Application

Standard:
DIN EN 204 class D4. These adhesives are high quality, weatherproof, and highly water resistant.

Risk and Safety:
These adhesives are not classified as hazardous to health.

Single Spreading:
100 – 160 gm / m² per glue line



Lacquer Application

Type:




UV Acrylic lacquer

Sealer:



PU Acrylic sealer

Top Coat:



UV Top coat

Standard:



As certified by the lacquer supplier.

Machines:



Six roller application.

Roller 1 – 4 sealer application



Sanding


Roller 5 – 6 for Topcoat Application

Grade:
Prime - This is the highest grade containing predominantly heartwood but containing some sapwood. And provides a floor with a generally uniform appearance. Allow for small burs and equivalent characters such as tight checks and it will be as the timber produces.

Natural - A flooring product that contains the natural character of the timber, will contain variations in colour and varying characteristics. Open characters such as checks and knotholes are admitted but must be sound and readily filled 

Mill Run – Unselected, as the timber will provide.

Timber Treatment
-Automatic Kiln Drying

Top Layer Timbers:
Stacks of timber are dried in automatic temperature and humidity controlled kilns. The moisture sensors are to 7% ± 1% moisture content. At the end of the drying period timbers are use in the production line. 

Middle Layer Timbers:
Timbers are stacked and dried in the compartment kiln until the final moisture content is 7% ± 1%.

Base Veneer:
The moisture content of veneer is measured and conditioned to the specified moisture content 7% ± 1%.

Guarantee:
Covered by a twelve month warranty against manufacturing defects. 
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Platinum Range Specification
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Amount of Sealer:		5 g/m²


Amount of Top Coat:	15 g/m²


Total Amount:		Approx 80 g/m²
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